o —— " TEST BORING REPORT RO5-8303-0/8

| .- RAYMOND INTERNATIONAL INC. #7600
r_ R ' +. . SERVICE CONTRACTS DIVISION -~ * '
.!ﬂ‘ . s Two PENNSYLVANIA _Pq;A, _ysw YORK, NY 19001
!‘j‘;;j_tfaulﬁing,' Rubin & Kenes e .Datcl ' Oct_o_bg_r 9, 1¢
- Address.__ 15607 Catalina Court = Orland Park, 1L _ 60462 - L
_ Y'-l . WE HAVE COMPLETED THE FOLLOWING BORINGS FOR YOU AT ]_l_zm_a_nd _&ou.r_b-.Sr.nny.-ls.land.-_-.,

. WITH RESULTS SHOWN BELOW. IN ACCORDANCE 'WITH YOUR INSTRUCTIONS, WE HAVE SENT LABELLED SA.MPLES
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This boring report prepared in the By g
Chicago O}'.'FICE of the Job No...LB-277Q7-C .

Service Contracts Divisjon Sheet1of_ & ____
RAYMOND INTERNATIONAL 'INC. .
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f*"T“ffrr*'“‘ -7y TEST BORING REPORT
T RAYMDNDINTERNNHDNALINC
5)‘. [ ! SERVICE CONTRACTS DIVISION - -

” To:Straubing, Rubin & Kenes
rLocalion of Borings

BORING DEPARTMENT _
” Dcfoh.er q'ﬁ
11

1 Date
117th & South Stony Island - Chiragn

1980 JobNo. £8o27;

{ ) . .
All bonngs are p)orled to a scale of 1"= ._B._ fl usmg .__g.r.nund_s.u;m as a fixed da.
C New_ Ve T NG L ousit . Nei2 :
' ' 0.0! - .
kStone & Sla§ (iilllf,I/' ) —1 0.6 Med brown & gray slag
Dense slag & stone 1illi,, 43 )¢ : crushed stone sand some|,_¢_¢
\some sands & gray C1i}:/. 3.0 )_gx_ay_,,c_lay_j'f{l'l] - .
' ' S=fief |Loose gray clayey silt {3_3_ i
Med stone bricks & slag : ?ome]§§usge ¥oge 3=3 ¢
- (£ ‘
some muck & sanés [E=<3=8= 7.3' |Med black silty muck =3-9 o
 Med gray very silty /']D T 8.5 Dense black silty. muck -
~-jclay == (fill) traces of 12-20=1
Dense black sandy silt 1 .ot .
. Y St lsopog glass 2-12:20 |
Med grayish black 5115[,1_7_‘ 4.5 Loose black silty 1 an
muck
Med gray very silty ) -
clay trace of organic 17
2=3=4 Med gray silty clay- 1-2-3
_ 23.0' - _ . ”
. —6"8 R 3 ry A .
Stiff gray silty clay ??d Stlff gray clay A=4=0, '
v 1ttéi7£1ge—i arse : .
: _  gTay oulders 27
— f=8-14 _} 30.0" Very stiff gray silty }4=6-10
"Ground surface to 8.0' used 5" casing. clay
Water level 9.0' below ground SUrface
upon completion. _ R
Water level 7.0' below ground surface Z=11=16 36
% hour upon completion. { ‘
Start bentonite slurry at 10.0'. Dense gray clayey silt .
' » - [12-14-18
. Very stiff gray silty [2=9=13 44
' "m”mwﬂi?fmvg) clay some fine-med
r : V 4
“im_ki«"ﬂ shale . 4~
_ Very stiff hard gray -16-17 y
DEC 08 1(:83 jsilty clay some fine 50.(
-med _shale
r PG [ L=he _ .\ )
E. u{}(--{‘ :Ground surface to B8.0' used 5" casin;
Stiin G _Water level 7.3' below ground surface

upon completion.
Total Footage __80.0"
J. Wandersee

Classifications are made from visual inspection of samples and are our opinion thereof.
Water Levels (WL). Figure indicates time of reading (hours) after completion of boring

Water Jevels indicated are those observed when borings were made, or as noted. Foreman

six inches

Porosity of the soil strata, variations of rainfall, site topography, etc., may causc  (j qifications by —Foreman
chznges in these levels '

Figures in right hand column indicate number of blows required 10 drive 2" O.D. sampling Job No. CR=27707=C
pipe usmg 2 140 1b. weight lehng 30 inches. of 6

Shcer



- TEST BORING REPORT -~ - - .. -~
RAYMDND INTERNATIDNA_L INC

SERVICE CONTRACTS DIVISION
BORING DEPARTMENT

To:__ Straubling, Rubin & Kense : Date October 9, 1980 jJobNo._CB-277!
[ Location of Borings 117th & South Stony Island -~ Chicago, IL - - '
All borings are plotted to a scale of 1"= _{t. using _ground surface ' as a fixed datu
o Slag : . : ' Med brown & yellow wood
' f ‘ slag & stone fill S=13=1]1
* 3.0 .
!1-;1-18. o ' Med black.sand cynders g_o_je P
‘ slag & bricks loose .
o : \ o : o 2-1-18
Med dark gray silt o -«
some slag & cinders 3991 : : - —R—
(oily) ' S *]
i : —_ ' 3-4-2
! t 15-25=3 : Med black silt 1-3=4
‘ 15.5° '
—p7.!
P 4=5-8 3-4=7
?Stlff gray silty clay : . ' :
*little fine gravel Med stiff gray silty
' : . - |clay little fine-med
| ) o4t _ © lgravel 3-4-5
Eoo— 28.5' -
: - - |5-9-12 : B =974 R9.0
.M?d gray.clayey silt Very stiff gray silty
‘little fine gravel 8 13-20 clay some fine-med f=10-17-
o gravel
J13-19-29} 40.0' 16-20-21%0.0"
: - o
Ground surface to 8.0' used 5" casing. 'Ground surface to 8.0' used 5" casmg
Water level 1.0' below ground surface '~ 'Water level 3.0' below ground surface
~upon completlon. ! . ) - upon completion.
‘Water level 1.5' below ground surface Water level 4.5' below ground surface
% hour upon completion. _ % hour upon com }etlon.”“hj
DEC 08 1283
EPA —DJ DC.
CTA NER T
Classifications are made from visual inspection of samples and are our opinion thereof. Total Footage 80.0°
Water Levels (WL). Figurc indicates time of rcading (hours) after completion of boring. ¥ ' J. Wandersee
orcman

Water levels indicated are those observed when borings were made, or as noted
Porosity of the soil strata, variations of rainfall, site topography, etc., may cause Classifications by Foreman
changcs in these levels

- Figures in right hand column indicate number of blows required to drive 2" O.D. samphng Job No. _CB-27707-C
pipe six inches - using 2 140 lb, weight falling 30 inches.

Shcc! 3. of_ 6



RAVARIRIV 23 TEST BORING REPORT.
RAYMDND INTERNATIONAL INC

o~ b e ".{°0 SERVICE CONTRACTS DIVISION
e N BORING DEPARTMENT

N ._"To;; Straubling, Rubin & Kenes Date _October 9, 1980 job No.CB~2770
o Location of Borings___117th & South Stony Island -~ Chicago, IL .
All borings are plotted to a scale of "= _§,;ft using JTOUUQ surface _ as a fixed dat
. No. 5 _— . - — : - No. 6
rown & ra¥ sand clay - . e T T {
gravel (¥il1) '44! . : . -
g{£ill) 3.0" o Dense black ash some |
Med black silt some E _14-12 ' . slag & rubble (oily) 19-50-731
slay cynders & rubble . , _ S el
7.0" S — - ' ;
. |Dense black silt and or . ' ' , /
ash. some rubble (fill) |45 (n g1 o Dense gray silt (oily) | 18-21.9,
_ S 11.5' ' — — 1
Med gray slag (fill) ' T
- . =5=3 o _ . 5=h=9__
' ' |Stiff gray silty clay
lé o' trace of fine gravel .
6-10-10 : 1Ao7
_____ _ Bk
5-8-10 : . -7=-12
Very stiff gray silty . . v P Ff i1 b=z
clay little trace of e ery sti gray si ty
fine gravel & shale clay ;race of fine
- 10-13-13 grave [ 10-12-19
. . : 4
] - ) - :
Dense gray clayey silt 32.0
15-29-3 . Hard gray clayey silt }18-20=25 34
36.0' '
Hard gray silty clay 38
glgﬁéieflne—med-grave%r 14-15-18 40,0 Hard gray §ilty clay 13-15-18 40,
P ‘frace of fine-med ]
Ground surface to 8.0' used 5" ca51ng.- ‘Lgravel {
Water level 3.0' below ground surface - | Ground surface to 8.0' used 5" casir
upon completion. : Water level 4.5' below ground surfac
;Water level 4.4' below ground surface : upon completion.

‘% hour upon completlon. i E}J;z F”iin‘ Ey . 1.
OEC 08 1S53 :

¢ e e e ———

E F /\ — P D
GT% '. el i S D l?
A}
Classifications are made from visual inspection of samples and are our opinion thereof. Total Footage 80.0

Water Levels (WL). Flgurc indicates time of recading (hours) after completion of boring.
Water levels indicated are those observed when borings were made, or as noted.
Porosity of the soil strawa, variations of rainfall, site topography, etc, may cause  (Cjagsificarions by___Eareman
changes in these levels :

Figures in night hand column indicaiec number of blows required to drive 2" O.D. sampling Job No. CB-27707-C
pPipe six inches using a 140 lb. weight falling 30 inches. Sheet 4

Foreman __J. Wandersee

of
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Al borings are plotted to a scale of 1"=

4AY 3443 REV.1U/73 : TEST BORlNG REPORT

SERVICE CONTRACTS DIVISION
BORING DEPARTMENT

Td: “Straubling, Rubin & Kense : bate October 9,

—

RAYMDND INTERNATIONAL INC.

Location of Boﬁnzs 117th & South.Stony Island - Chicago, IL

19_80_ JobNo. CB-277C

B ft. using _ground surface

No._.7 .. N
0.0'

12.18-22

Med slag ash & cynders
& rubble fill

) e . 1.4.0'

Stiff gray silty clay 4§
trace of fine gravel

L 3=5-8 _
1
1519 28
Dense'g'r-aj; clayey silt
~16-2
Very stiff gray silty 38.0°

clay little fine gravef—‘?—U:-u_ 40.0°
-L shale _ o

Ground surface to 8.0' used 5" casing.
-Water level 4.0' below ground surface
.upon completion. !
‘Water level 3.5' below ground surface
‘% hour upon completion.

Classificavons are made from visual inspection of samples and are our opinion thereof.

Water Levels (WL). Figure indicates time of reading (hours) after completion of boring
Water levels indicated are thosc observed when borings were made, or as noted.
Porosity of the soil swrata, variations of rainfall, site topography, etc., may cause
changcs in these levels '

Figures in right hand column indicaie number of blows required to drive 2" O.D. sampling
plpc six inches using 2 140 lb. weight falling 30 inches.

as a fixed daty

Total Footage 40.0!'

Foreman__J . Wandersee

Foreman

Classifications by

Job No. CR-27707=-C

Sheet __2 of 6




Location of Borings

TEST BORING REPORT

RAYMDND INTERNATIONAL | |Nc

- SERVICE CONTRACTS DIVISION

_To;_;__;;ﬁannhling+;Ruhin_ﬁ_Kenas

BORING DEPARTMENT

117th & South Stony Island - Chicago, IL

Datc_.Q_cr.Qb_er._B_.___ 19_80 JobNo QB ZZZ

. All borings are pldned_ to a scale of 1"=

8 - ft. using —_ground surface

No. 8 ©_No.
~0.0" -
Lime
2.0
20-11-7
Dénse black silt ash o
slag & rubble (oily) ~16-22
i =5=5
" 16.0'
Stiff gray silty clay {ST- 20"
little fine gravel -
& shale
=77
27.0"
. _ _ 13-15-20
Dense gray clayey
silt -
22~23-28
38.¢"
10-15=18
Hard gray silty clay -
little fine shale &
gravel 1297

Classifications are made from visual inspection of samples and are our opinion therecof.

Water Levels (WL). Figure indicates time of reading (hours) after completion of boring.
Water levels indicated are those observed -when borings were made, or as noted.
Porosity of the soil strata, variations of rainfall,

changcs in these levels.

Figures in right hand column indicate number of blows required 1o drive 2" O.D. sampling
using 2 140 lb. weight falling 30 inches.

pipe six inches

49.5°

No.

‘as a fixed dan

22022

fDense gray slayey silt
some fine-med sand &

 grave]l some fine shale

Dense gray clayey silt

=56=-37

5¢

site topography, etc,

Hard gray silty clay

.Ground.surface to 7.0

 Water level 1.0' below
upon completion.

-Water level 4.5' below
Y% Hour upon compleiton.
Pushing rock at 25.0°'.

\little fine-med grave}12=20-28- 6C

used 5" casi
ground surfa

ground surfa:

DEC 08
EPA —DI PO

1293

60.0'

Total Footage

Foreman

J, Wandersee

Foreman

may €ause  (Classifications by
Job No. Cp=22202-C
6 6
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